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Fixing brackets 

Materials
• Bracket: Welded steel - Phosphated

• 4 M12 x 35 screws - Filter LMP 400 (fixing of bracket to filter head)

• 4 M16 x 35 screws - Filter LMP 900 (fixing of bracket to filter head) 

Fixing with CFS
bracket

LMP 400-900

Fixing with CFL
bracket

LMP 400-900

Fixing with CFS
bracket

LMP 430-950

No. 4 holes - Ø G

Ordering code

Bracket Code Filter type

CFL 40 A P01                         LMP 400

CFL 90 A P01                         LMP 900

CFS 40 A P01                         LMP 430

CFS 90 A P01                         LMP 950
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FF iixx iinngg  ssyysstteemm  ffoorr ::
LLMMPP  440000  --   990000
LLMMPP  443300  --   995500
LLMMDD  440000  --   440011
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Fixing with CFL
bracket

LMP 430-950
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Fixing collar

Materials
• Collar: Galvanised Steel

• Seal: NBR

• Hexagon bolt screws DIN-EN 24017 M12x65 

• Nuts UNI-EN 24032 M12

Fixing with CFS
bracket

LMD 400

Fixing with CFL
bracket

LMD 400

Fixing with CFS
bracket

LMD 401

Fixing with CFL
bracket

LMD 401

Ordering code

CFA 20 M P01

FFiixx iinngg  ssyysstteemm  ffoorr ::
LLMMPP  995500
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