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Baldwin spin-on lube �lters protect your engine from wear particles that can otherwise lead to premature parts failure.

Technical Speci�cations

Item Information

 Share / Email

Product Type:

Lube Spin-on

Contains:

Anti-Drainback Valve; 14 PSID By-Pass Valve

Thread Size:

M20 x 1.5

Outside Diameter:

4 1/4 (108.0)

Length:

5 27/32 (148.4)

Includes:

F. Gasket: [2] Included; I. Gasket: [1] Included

Micron Rating:

18 Nominal; 40 Absolute

Compatible Competitor Part Number:

Isuzu 8-97024-607-0, 8-97024-607-1

Application:

Isuzu Engines

Brand:

Baldwin

Industry:

Automotive
Heavy-duty on-highway transportation
Commercial trucks and buses
Agriculture
Construction
Industrial
Marine
Mining
Oil & Gas
Power Generation

Product Style:

Lube Filter

Technology:

Filtration

Baldwin lube �lter spin-ons protect your engine from wear particles that can otherwise lead to premature parts failure.

Longer drain intervals requires �lters that have both high capacity and the ability to withstand the rigors of time and

temperature without failing or going into bypass. Baldwin's lube �lters are up to the challenge.
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CAD Drawings + Files

No CAD �les available
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