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Baldwin axial seal air �lter elements ensure proper equipment function by preventing airborne contaminants from

reaching the combustion chamber.

Technical Speci�cations

 Share / Email

Product Type:

Air Element

Outside Diameter:

10 3/8 (263.5)

Inside Diameter:

15/16 (23.8) & 6 1/16 (154.0)

Length:

26 1/2 (673.1)

Includes:

A. Gasket: [1] Attached; F. Gasket: [1] Included

Compatible Competitor Part Number:

Ingersoll-Rand 56958945; Tipton 128495, FC3R1001

Application:

Dust Collector Applications

Application:

Engine air intake

Brand:

Baldwin

Division:

Engine Mobile Aftermarket

For Fluid Type:

Air

Includes:

(1) Attached A Gskt, (1) Included F Gskt

Inside Diameter:

6.0625 inch, 23.8 (&) mm

Length:

26.5 inch, 673.1 mm

Industry:

Power Generation

Product Type:

Air Element

Series or Model Replaced:

Tipton FC3R1001

Substance:

Filters engine air at intake to prevent contaminants from reaching the combustion chamber.

Weight:

4.1050076 kg, 9.05 lb
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Item Information

CAD Drawings + Files

No CAD �les available
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Baldwin axial seal air �lter elements ensure proper equipment function by preventing airborne contaminants from

reaching the combustion chamber. Axial seal �lters have securely a�xed metal end caps with a raised gasket to

ensure a proper seal and prevent leaks.
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