
Baldwin - Axial Seal Air Filter Elements |

#PA3491_Baldwin

 View Series Page



Local Contact

Parker Sales Company UK

Tachbrook Park Drive

Tachbrook Park

Warwick

United Kingdom

CV34 6TU

Phone

+44 (0)1926 317878

Get your Parker account Today!

Create one account to manage everything you do with Parker, from your shopping preferences to your application

access.

https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements
https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements
https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements
https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements
https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements
https://www.parker.com/Online/Product%20Images/Engine-Mobile-Aftermarket-Division/zoom_1000x1000/Baldwin_Axial_Seal_Air_Filter_Elements_PA3491_zm.jpg
https://www.parker.com/Online/Product%20Images/Engine-Mobile-Aftermarket-Division/zoom_1000x1000/Baldwin_Axial_Seal_Air_Filter_Elements_PA3491_zm.jpg
https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements/pa3491-baldwin#
https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements/pa3491-baldwin#
https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements/pa3491-baldwin
https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements/pa3491-baldwin
https://ph.parker.com/gb/en/baldwin-axial-seal-air-filter-elements/pa3491-baldwin#


Register now

Baldwin axial seal air �lter elements ensure proper equipment function by preventing airborne contaminants from

reaching the combustion chamber.

Technical Speci�cations

 Share / Email

Product Type:

Outer Air Element

Outside Diameter:

8 1/8 (206.4)

Inside Diameter:

21/32 (16.7) & 3 3/4 (95.3)

Length:

13 3/16 (335.0)

For Use With:

PA3492

Includes:

A. Gasket: [2] Attached; F. Gasket: [1] Included

Compatible Competitor Part Number:

Ford E9NN-9B618-BA; New Holland 82003726

Application:

Ford, New Holland Tractors

Application:

Engine air intake

Brand:

Baldwin

Division:

Engine Mobile Aftermarket

For Fluid Type:

Air

For Use With:

New Holland Tractors, PA3492

Includes:

(2) Attached A Gskt, (1) Included F Gskt

Inside Diameter:

3.75 inch, 95.3 mm

Length:

13.1875 inch, 335 mm

Industry:

Power Generation

Product Type:

Outer Air Element

Series or Model Replaced:

New Holland 82003726

Substance:
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Item Information

CAD Drawings + Files

No CAD �les available

Filters engine air at intake to prevent contaminants from reaching the combustion chamber.

Weight:

1.9731252 kg, 4.35 lb

 Show Less

Baldwin axial seal air �lter elements ensure proper equipment function by preventing airborne contaminants from

reaching the combustion chamber. Axial seal �lters have securely a�xed metal end caps with a raised gasket to

ensure a proper seal and prevent leaks.
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