
1/4/24, 2:35 PM 15CN120QBM3KG121 - Medium Pressure Inline Filters CN Series | Parker NA

https://ph.parker.com/us/en/product/medium-pressure-inline-filters-cn-series/15cn120qbm3kg121 1/3



Home / Products / Filters, Collecto... / Filter Assemblies... / Hydraulic Filters / Medium Pressure I... / 15CN120QBM3KG121

Medium Pressure Inline Filters CN Series
Part #: 15CN120QBM3KG121

Technical Speci�cations

Flow Rate: 70 l/min (19 gal/min)
Filter Element Type: 20Q Microglass
Seal Material: Nitrile
Port Connection Type: G3/4"
Speci�cations Met: n/a

Bypass Valve Pressure Rating: 3.5 bar (50 psi)
Options: No drain
Micron Rating: 20 µm
Indicator Type: Visual Automatic Reset
Indicator Pressure Setting: 2.5 bar

 Safety Warning
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The CN Series is a compact, cost effective, medium
pressure �lter designed with coreless �ltration technology.
CN Series bowl features a permanently �xed core designed
to reduce solid waste and minimize disposal costs with
every element change out.
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Americas

USA, Canada, Mexico

cparker@support.parker.com
1-800-272-7537

Europe

00800 27 27 5374

AOG (Aircraft on Ground)

1-949-851-4357
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